
Specifications:

For use in 100mm to 300mm diameter pipes

Uses high-pressure water for cutting (up to 5000 psi)

Variable speed remote controlled rotating head, clockwise and anti-clockwise

Complete with built-in fixed focus black/white camera (with infra red illumination)

Camera height adjustable for different size pipes

All constructed from stainless steel 303/316

Built-in swivel, on hydraulic hose

‘D’ Shackle and swivel on front of cutter, allowing unit to be winched into position

‘Y’ bond fitted to cable strain relief to prevent cable/joint damage

15 degree nozzle holder for root removal

90 degree nozzle holder for intruding connections

180 degree nozzle for liner cutting and removal

Cable Drum Specifications:

A slip ring cable drum complete with 125 metres of control cable and cable strain relief.

Controller Specifications:

Built-in 7 inch TFT LCD monitor 240V/110V input

Built-in SD card recorder Automatic illumination for the camera

Joystick for cutter control Housed in a rugged carry case

For more information please contact:                    JBP Consultancy Services Asia Sdn. Bhd
( Co.No. 879241-P)

Suite 2, Penthouse
Lobby A, Wisma Leopad

No. 9, Jalan Tun Sambanthan
50470 Kuala Lumpur, Malaysia

www.jbp-consultancy.com                                                                                                               email: info@jbp-consultancy.com

Pipeline Inspection Camera Systems

The Scanprobe Hydro-Cutter is a precision high pressure water 
cutter, which allows for effective and precise cutting and removal of 
felt liners, roots and intruding connections and therefore minimises 
the risk of damage.

Hydro-Cutter unit is also compatible with Scanprobe Colourprobe 
3000/3001 control units and with former Telespec models and 
similar brands. Please ask for details.
* Cost excludes jet unit to power the cutter. Jet unit available 
at Renoline

Hydro-Cutter

Accessories Supplied

Skid 
Collars

Multi size adaptable 
skid trolly

External 
lighthead 

collar


